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30th OctOber 2024

REF:GDC/MSC/005/2024‐ 2025/pk― maf

TO:ALL BIDDERS

ADDENDUP12-CLARIFICATION

RE:TENDER FOR SUPPLY AND DELIVERY OF LUBRICANTS… TENDER NO.
GDC/DEM/OT/007/202432025

All other requirements/instructions remain unchanged.

Ago MANAGER,SUPPLY CHAIN MANAGEⅣ IENT
FOR:GEOTHERMAL DEVELOPMENT COMPANY

In response to bidder's request for clarification, GDC wishes to respond as follows;

No Bidder's Request GDC Response

On page 49 of the bidding document,
we noted the product is named as

"GEAR OIL ISO VG 150", However
the subsequent technical parameter
description seem to correspond to
"GEAR OIL ISO YG 220". Kindly
veriff if the product name "GEAR
OIL ISO VG 150", is accurate.
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GEAR OILISO VG 150
2508Lts

Typical Characteristics

Properties PIlethod Values

Density at 15° C,K3/L ASTM D4052 0.88

Flash Point,° C ASTM D92 =245

Pour Point, oC ASTM D97 -20 to… 25

Viscosity at l00oC, cSt ASTM D445 π15

Viscosity at 40oC, cSt ASTM D445 2150

Viscosity Index ASTM D2270 100-110

Annex I - Specification compliance
requirements.
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Annex 1 - Speciftcation compliance to GDC requirements.

Typical Characteristics

Bidder's
Response
Column

(Complied/llot
Complied)

Properties Method Values

Density at l5oC, Kg/L ASTⅣI D4052 0.88

Flash Point, oC ASTM D92 2245

Pour Point, "C ASTM D97 ‐20 to-25

Viscosity at l00oC, cSt ASTM D445 定15

Viscosity at 40oC, cSt ASTM D445 ～150

Viscosity Index ASTⅣI D2270 100-110

Bidders Must fill the above response column (either complied/not complied)
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