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29th October 2024

MF:GDC/MSC/005/24‐ 25/pk―maf

TO:ALL BIDDERS

Dear Sir,

ADDENDUM 5-CLARIFICAT10N&EXTENS10N OF CLOSING DATE

TO T

In response to bidder's request for clarification & extension of closing date, GDC wishes to

provide the following response;

ATHERI
GDC/GRD1/OT/005/2024-2025。

No。 Bidder's Request GDC Response

1 For the electrical connection of the existing wells, is
there any spare inside the existing electrical cabinet?
Or Contractor has to consider to install a new
electrical cabinet?

There are available spares in the

existing electrical distribution panel as

was shown during the field visit.

2. For the instrumentation of the existing wells, are

there spares inside the existing control cabinet? Or
Contractor has to consider to install a new control
cabinet?

There are available spares in the

existing PLC panels as was shown
during the field visit.

3. Shall the steam line from the new separators be

sized for the capacity of the separators? More
specifically, shall

SS4 steam line be designed for 168 t/h?

SS9 steam line be designed for 168 t/h?

SS8 steam line be designed for 133.5 t/h?

This is an EPC contract. The bidders
are expected to design based on
internationally accepted standards
using the data provided by GDC. This
information shall be updated by GDC
as indicated in the tender document.

4. Shall the atmospheric flash tanks accommodate the
full flow of the wells? More specifically, shall the
flash tank of

MW-l9B be designed for 100 t/h?

MW-36 be designed for 100 t/h?

MW-37 be designed for 100 t/h?

MW-38 be designed for 150 t/h?

The flash tanks shall be designed to
take the full two-phase flow from the
wells as provided in the tender
document pages 69-70.
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5. Shall the atmosphe五 c flash tanks accolllmOdate the

design  flow  of the  new  separators?  4ヽore
speciflcally

300t/h fbr SS4?

150t/h for SS8?

200t/h for SS9?

The flash tanks shall be designed to
take the full two-phase flow from the
wells.

6. What is the expected amount of brine that will be
diverted to well MW-07?

250t/hr

7. What are the criteria to size the requested brine
ponds? Shall the pond be designed to handle the
brine flashed to atmospheric pressure starting from

100 t/h of two-phase flow for MW-19B?

100 t/h of two-phase flow for MW-36?

100 t/h of two-phase flow for MW-37?

150 t/h of two-phase flow for MW-38?

300 t/h of two-phase flow for SS4?

150 t/h of two-phase flow for SS8?

200 tlh of two-phase flow for SS9?

As indicated during site visit and as

outlined in employer requirements
from page 70, brine ponds are not
required at MW-09B, MW-l0B, MW-
138 and MW-17A.

Where brine ponds are required (MW-
07, MW-22, MW-19, MW-36, MW-
37, MW-38), the bidders should size
the pond with brine handling capacity
ofup to 72 hours of brine flow from the
wells/separators.

8. Shall the system for the new separators be designed
to allow for the steam downstream of the separator
to be conveyed to the flash tank for start-up
purposes?

Current separators do not have this
setup. This system is not necessary.

The winning bidder shall only provide
provision for steam purge (steam blow)
for the new pipelines installed

9. Referring to item#6 of Addendum 3,availablc

capacity of SS2 is 168 t/h but design capacity is 148

t/h.Could GDC pleasc claritt betCr?

Available capacity is 168 t/hr.Design

capaclty 250 t/hr

10. Refening to item #21 of Addendum 3, the noise
level of 85 dB(A) should not be applicable to
atmospheric flash tank

Yes. This is not permitted.

Refening to item #23 ofAddendum 3, it looks GDC
is asking for a new scope of work for the I&C part.

Please clariff what is required as additional scope

Refer to tender document under
instrumentation and control. The Scope
is clearly stated. This is an EPC
contract and the bidders are required to
adequately familiarize themselves with
all the employer requirements outlined
in the tender document.
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乙 Please provide existing characteristics of the

lighting system of the well pads and separation
stations

Existing lights are pole mounted
1000W Sodium lights with
underground cable running from the
electrical panel to the light. The lights
have photocell activation system

However, winning bidder shall use

pole mounted 500W LED lights for
new installations.

13. ITT 22.2In the single sealed envelope, or in a single
sealed package, or in a single sealed container the
following documents shall been closed and shall be

addressed as follows:

a. in an envelope or package or container marked
"ORIGINAL", all documents comprising the

Technical Proposal, and

b. in an envelope or package or container marked
"COPIES", all required copies of the Technical
Proposal; and

c. in an envelope marked "ORIGINAL" the Form of
Tender; and The inner envelopes or packages or
containers shall:

i) bear the name and address of the Procuring Entity.
ii) bear the name and address of the Tender; and iii)
bear the name and Reference number ofthe Contract

SECTION III - EVALUATION AND
QUALIFICATION CRITERIA

The following evaluation criteria shall be applied
not withstanding any other requirement in the tender
documents.

1 . Mandatory Evaluation Requirements/Criteria

2. Technical Evaluation Requirements/Criteria

3. Financial Evaluation Requirements/Criteria

Stage One (l) - Mandatory Evaluation

Preliminary/Mandatory Evaluation

Please confirm this is a two envelope tender with
separate technical and financial proposals whereby
the technical proposal will be opened first evaluated

This is one envelope tender. Both
technical and financial proposals are to
be submitted in one envelope and shall
be opened in the presence of all bidders
on tender closing date.
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afterwards the financial proposal will be opened in
the presence of the bidders who pass the technical.

If this is the case how will the Mandatory Evaluation
(stage 1) be done considering both technical and
financial requirements are lumped together?

Kindly also advise the documents to constitute the
following:

Technical Proposal
Financial Proposal

14. We kindly request an extension of closing date in
order to prepare a comprehensive bid for the tender

The tendcr closing date is hercby

cxtended from 7th Novembcr 2024 to

Thursday 14th November 2024 at
ll.00am.

NB: All other requirements/instructions remain unchanged.

K KAPTO
MANAGER,SUPPLY CHAIN MANAGEMENT
FOR:GEOTHERPIAL DEVELOPMENT COMPANY
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