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6" December 2024
REF: GDC/MSC/005/24-25/po—fk
TO: ALL BIDDERS

Dear Sir,
ADDENDUM 1 - CLARIFICATION

RE: TENDER FOR THE SUPPLY AND DELIVERY OF VALVES, EQUIPMENT AND ACCESSORIES FOR
THE _MENENGAI 105Mwe STEAM GATHERING SYSTEM - TENDER REFERENCE No.
GDC/GRM/0T/030/2024-2025.

In response to bidder’s request for clarification, GDC wishes to provide the following response;

No. | Bidder’s Request GDC Response

1. | Please refer to Page 59 - Item 1 - 36" Parallel 1. 550°F or more for the valves.
Gate Valve 2. 550°C for the Ultrasonic
Sustained working temperature of 550°F or Thickness measuring tool.

more Were as an Ultrasonic thickness measuring | Note: These are two different items.
tool (Point No. 5 - Page - 60)

Operating Temperature of up to 550°C

Our queries which is the correct operating

temperature?
2. | Please refer to page 60 - point no. 5 - Ultrasonic e Measurement ranges up to
thickness measuring tool 10000 mm

e Operating Temperature of up

Measurement ranges up to 10,000 mm
to 550°C for the probe.

For thickness measurement, this range
Refer to tender document for limiting

dimensions. (the standard has been
Kindly clarify. provided)

appears to be abnormal

For Parallel Gate Valves, and other gate valves,
limiting dimensions, e.g. flange to flange
distance, dia of hole in flange, patterns of
holes, height etc etc have not been

given. Please provide limiting dimensions as
above

3. | Items 4 & 5: Original Specification: Trunnion Class 150
Mounted Ball Valves (1" and %"’) Proposed
Deviation: Floating Ball Valves for these sizes. Please | All other details remain as per the
specify pressure class for these ball valves. specifications in  the tender
document.
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4. | Item 6: Original Specification: Gate Valves 1” CL | All details remain as per the
300 with WCB body material. Proposed | specifications in  the tender
Deviation: A105N body material instead of WCB. | document.

Kindly confirm length for the below steam

pipes:
17 Steam Pipes 3” Pc 10

18 Steam Pipes 8” Pc 4

19 Steam Pipes 10” Pc 5
20 Steam Pipes 16” Pc 5
21 Steam Pipes 18” Pc 5
22 Steam Pipes 30” Pc 2
23 Steam Pipes 36" Pc 2
24 Steam Pipes 42” Pc 1
25 Steam Pipes 48” Pc 1

Length: 6m for each pipe size.

Please refer to page 61- Steam Pipes.

1. Length of each pipe has not been specified.
2. Larger size pipes such as - 36 inches,
42inches & 48incehs - it is difficult to
manufacture Seamless, therefore can we supply
ERW pipe of same strengths can be supplied in
place of seamless pipe.

Please refer to Page 61 - elbow 900

i. For higher sizes such as 30-inch, 36-inch, 42
inch & 48 inch - Seamless manufacturing is
difficult therefore can we supply fabricated
design elbows can be supplied in place of

seamless elbows.

7+ | 1--PRESSURE RATING OF VALVES—(THIS IS é ﬁass =0
, easurement ranges up to

URGENT SINCE WITHOUT PRESSURE RATING 10000 mm.
VALVES CAN BE DESIGNATED)

1.Length: 6m for each pipe size.
2.Supply ERW/DSAW
3. Supply ERW/DSAW

Refer to tender document
2--PLEASE REFER PAGE 60--ULTRASONIC

THICKNESS MEASURING TOOL MEASUREMENT
RANGE REQUIRED IS UP TO 10,000 mm
SEEMS UNREALISTIC---PLEASE CONFIRMED
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3--PLEASE REFER PAGE 63--ITEM NO 26, 27
AND 28---EACH SIZE 29mm, EACH SIZE 50 mm,
EACH SIZE 36 mm---THIS IS NOT CLEAR--SIZE
AND LENGTH HAVE ALREADY SPECIFIED e. g.--
3/4 inchx5inch- etc- THEN AGAIN EACH SIZE --
NOT CLEAR

NB: All other requirements/instructions remain unchanged.

Yours faithfully,
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PAMELA OUMA
ASSISTANT MANAGER, SUPPLY CHAIN MANAGEMENT
FOR: GEOTHERMAL DEVELOPMENT COMPANY
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