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11" December 2024
REF: GDC/MSC/OOS/24-25/pO—ﬂ<
TO: ALL BIDDERS

Dear Sir,

ADDENDUM 2 - CLARIFICATION

RE: TENDER FOR THE SUPPLY AND DELIVERY OF VALVES, EQUIPMENT AND ACCESSORIES FOR

THE MENENGAI

105Mwe STEAM GATHERING SYSTEM -

TENDER REFERENCE No.

GDC/GRM/0T/030/2024-2025.

In response to bidder’s request for clarification, GDC wishes to provide the following response;

No.

Bidder’s Request

GDC Response

s

In reference to the attached ball valve
specifications as per the tender document, we
kindly request the following clarification:

1. The pressure class of the ball valves.

2. The paint specification required for the valves.

1. Refer to addendum 1
2. Leaf Green RAL 6002

We would like to participate in the above
tender and would like a clarification

Item 6 — kindly confirm the gaskets to be with
inner ring or outer ring or only the sealing
element.

What would be the temperature and media to
select the filler material

The gasket Must have the outer ring
(SS 316), winding (SS316) and inner
ring(5S316).

Temperature > 200°C

Media- Geothermal Steam

In the specs for the spiral wound metal gaskets
(non-asbestos) you have given specifications for
8" with quantity of 10pcs while in the supply
requirement and price schedule you have not
given the 8" size to be supplied Kindly clarify on
that.

Quote as per the price schedule

Item 8” size — 10pcs is hereby deleted

Please refer to page 60 - point no. 5 - Ultrasonic
thickness measuring tool Measurement range
up to 10,000 mm. For thickness

Measurement range is upto 10,000
mm as indicated in the technical
specifications.
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measurement, this range appears to be abnormal

In our opinion it may be 10,000 micron instead of
10,000 mm ( 10 metre as per the ADDENDUM ).

We request you to extend the submission date by

Tender closing date remains th
2 ( Two ) weeks to prepare the documents. g ¢

same

NB: All other requirements/instructions remain unchanged.

Yours faithfully,

D B
PA:;:ELA OUMA

ASSISTANT MANAGER, SUPPLY CHAIN MANAGEMENT
FOR: GEOTHERMAL DEVELOPMENT COMPANY
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