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27% December 2024

REF: GDC/MSC/005/2024-2025/po-maf

TO: ALL BIDDERS

Dear Sir,

ADDENDUM 1 - CLARIFICATION

RE: TENDER FOR SUPPLY AND DELIVERY OF LEFT HAND DRILL PIPES AND
ACCESSORIES - REF: GDC/DO/0T/025/2024:2025

In response to bidder’s request for clarification, GDC wishes to respond as follows;

Item

Bidder’s Request

GDC Response

1.

As per the Technical Specifications, For the
5% Left Hand threaded Hexagonal Kelly -
Lower Pin Connection; Outside Diameter
should be 6-1/8”.

However, according to API 7-1 Standard, a 6-
3/8” OD Lower Pin Connection is needed to
achieve the required Tensile yield for lower pin
connection of 51200 daN and Torsional Yield
for Lower Pin Connection of 6335 daN. The
potential manufacturers therefore have advised
that the 6-1/8” Outside Diameter was
erroneously captured and will quote a
hexagonal kelly with Lower Pin Connection
Outside Diameter 6-3/8”.

Use the Specs below for the lower Pin
Connection:
- Lower Pin
diameter: 67"
- Lower Pin end thread connection:
NC50 LH
Strength of Kelly
Tensile yield for lower pin connection:
51,2000 daN
- Tensile yield for drive section: 62,1000
daN
- Torsional yield for
connection: 6335 daN.m
- Torsional yield for drive section: 13030
daN.m
- Yield in bending for drive section:
11880 m.daN
- Internal pressure at yield stress: 142.0
MPa

Connection  outside

lower pin

Request for extension of closing date

The tender closing dates remains as stated i.e.
30" December 2024 at 11.00am.

NB: All other requirements/instructions remain unchanged.
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