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28h February 2025 

REF: GDCMSC/005/24-25/pk-im 

Geothermal Development Company 

TO: ALL BIDDERS 

Dear Sir, 

ADDENDUM 2-CLARIFICATION 

RE: TENDER FOR SUPPLY AND DELIVERY OF LIGHTING SPARES AND 
CONSUMABLES -TENDER REFERENCE No. GDCEM/OT/041/2024-2025. 

In response to bidder's request for clarification, GDC wishes to provide the following response; 
No. 

1. 

2 

Bidder's Request 

Kindly clarify the specifications 
for items 1 and 2 in the price 
schedule. 

Please provide more specifications 
for item no. 19 in the list attached, 

VAC 50HZ TO 60HZ including 
required 
time. 

Kawi House, South C Bellevue 
Popo Lane, Off Red Cross Road 

P.O.BOX 100746-00101, Nairobi 

run 

GDC Response 

ie. UPS "INPUT 115 OR 230| Input Voltage Range: 184V-276V AC 

Clarification on specification for Item 1. Explosion 
proof Fluorescent Lamps single pin end TL-X XL 
40W/33-640 SLV/25, cool white. 2300 Lumens, 57.5 
Im/W, 120cm length, T12 tube. 

E: info@gdc.co.ke 

Specification for Item 2. Changes to Electronic 
Fluorescent Ballast, Phillips Advance Optanium IOP 
2P32-N, 2 Lamp, 32W, T8, 120/277V. 

Specifications for Item 19. 
Rating: 1500 VA / 1050 W 

Input Frequency Range: 45-55Hz (50Hz system), 55 
65Hz (60Hz system) 
Output Voltage: 
220V/230V/240V) 
Output Frequency: 50/60Hz +0.1% (auto-sensing) 
Technology: Line-Interactive High Frequency with 
pure sine wave output 

230V 

Input Connection: IEC C14 

T: +254 (0)719 036 000 

(adjustable to 

Output Receptacles: & x IECC13 
Communication Ports: 1 x USB port (HID compliant), 
1 x RS-232 (RJ45) port 

Battery Type: Sealed lead-acid, maintenance-free 
LCD Interface: Provides real-time status of UPS 
parameters, including input/output voltage, load and 
battery levels, and estimated runtime. 

Www.gdc.co.ke 



GDCI 
Geothermal, Gren EnertY 

Por Kent 

3. 

4. 

5. 

| Geothermal 
Development Company 

Exact specifications/capacity for 
the strip connectors (Item No.10) 

Exact voltage for item no. 19 
(UPS) 

Automatic Voltage Regulation (AVR): Corrects 
voltage fluctuations without using the battery, 
extending battery life. 

Kawi House, South C BelLevue 
Popo Lane, Off Red Cross Road 
P.O.BOX 100746-00101, Nairobi 

Compliance and Certifications: CE Marked, TUV, 
IEC/EN 62040-1, UL 1778, IEC/EN 62040-2 
Estimated Runtime: 

50% Load (525 W): ~24 minutes 
100% Load (1050W): ~8 minutes 

Further clarification for Item 10. Strip connectors 

(cable connectors) Polyamide 2 row terminal barrier 

strips 12 position, 20A, 380V. Suitable for 6mm? 
cable. 

Input Voltage Range: 184V-276V, Output Voltage: 
230V (adjustable to 220V/230V/240V) 

Whether 125A electrie 5 pin plug| Please provide Ex 150A YUYz-5 Power Electric 
is okay for item no. 11 Explosion Proof 5 pin plug & socket IP65 for Item 11 

Further clarification on items: 

Item 14. Main/ Delta contactor Siemens 3TF47 
30KW, 63A, 400V, Coil 110V 

Item 15. Star Contactor Siemens 3TF45 18.5KW, 
38A, 400V, Coil 110V 

Item 20. NSX 160F 160A/40°C with Trip unit 
TM160D, Ir (112 -160A) 

Item 21. Overload relays 5.5 - 8A Mounts directly to 
LCID40 

Item 22. Overload relays 90- 150A Mounts directly 
to LC1D150 

Item 23. Overload relays 17- 26A Mounts directly to 
LCID40, LCID32 

Item 24. Overload relays 32 � 50A Mounts directly to 
LCID150/LCID40/LCID32 

Item 25. NSX 100F 63A/40°C with Trip unit TM63D, 
Ir (44 - 63A) 

T: +254 (0)719 036 000 
E: info@gdc.co.ke 
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Geothermal 
Development Company 

Extension of Closing Date 

Kawi House, South C Bellevue 
Popo Lane, Off Red Cross Road 
P.O.BOX 100746-00101, Nairobi 

The breakers required should be complete 3 Pole 3d 

fixed circuit breakers designed to optimize space and 

brcaking capacity. 

Addition to the 
Requirements/Criteria 

The technical evaluation criteria is hereby revised 
to include Item No. 3 which states as below:; 

Note 

Description Requirement 
Description of 

T: +254 (0)719 036 000 
E: info@gdc.co.ke 

Criteria 
3 Detailed 

Technical 

brochures/ 
Catalogues 

Bidders are required 
to comply with 
Section 
V-Technical 
Specification 
Requirements. 
Tenderers to attach 

brochures/catalogues 
in 

English language 
depicting 

Evaluation 

compliance to 
specifications. 

Attached 

(Yes/No) 

The full revised Technical 
Requirements/Criteria is as per Table 1 below. 

Evaluation 

The tender closing date is hereby extended from 
Monday 3rd March 2025 to Tuesday 11th March 2025 
at 11.00am 

www.gdc.co.ke 
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REVISED TECHNICAL EVALUATION REQUIREMENTS/CRITERIA. 

Table 1 

Geothermal 
Devclopment 
Company 

Technical Evaluation Requirements/Criteria 

1 

2 

3 

Description 
of Criteria 

Compliance to 
GDC 
Specifications 

Delivery 
Schedule 

Detailed brochures/ 
Catalogues 

Yours faithfully, 

1TRICK KAPTO 

Requirement Description 

Bidder's Must fill bidder's response column 
clearly demonstrating ccompliance to GDC 
specifications as stated in Section V of the 
tender document. 

NB: All other requirements/instructions remain unchanged. 

Kawi House, South C Bellevue 
Popo Lane, Off Red Cross Road 
P.O.BOX 100746-00101, Nairobi 

Provide the time schedule for deliveries in line 

with GDC Delivery timeline specified in List of 
Goods and Delivery Schedule in Section V of 
the tender document. 

Bidders are required to comply with Section 
V-Technical Specification Requirements. 
Tenderers to attach brochures/catalogues in 
English language depicting compliance to 
specifications. 

. MANAGER, SUPPLY CHAIN MANAGEMENT 

FOR: GEOTHERMAL DEVELOPMENT COMPANY 

T: +254 (0)719 036 000 
E: info@gdc.co.ke 

Attached 
(Yes/No) 
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