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26 May 2025
REF: GDC/MSC/005/24-25/pk-im

TO: ALL BIDDERS

Dear Sir/Madam,
ADDENDUM 1 - CLARIFICATION

RE: TENDER FOR SUPPLY AND DELIVERY OF VALVES, EQUIPMENT AND ACCESSORIES FOR THE
MENENGAI __105Mwe STEAM GATHERING SYSTEM _ (RE-TENDER). TENDER NO.
GDC/GRM/0T/063/2024-2025.

In response to bidders request for clarification, GDC wishes to provide the following response;

No. | Description GDC Response

1. Kindly —provide us with drawings | Bidders are required to provide
for Item 69: Adapter flanges (Carbon | drawing/brochure of the adapter flange.
Steel) 4.5” Class 1500 to 4.5” Class 600 to | Refer to page 63 of the tender document.
enable us quote as per GDC requirements.
2. For Item 7. STEAM PIPES, Pipe thickness for 30- 42- and 48-inch
For this part as below, could you directly | pipesis 12.5 mm.

tell us the thickness you need for these
three size pipe. Because according to ASME
B36.10 SCH 40 for 30 -42 - 48 inch has not
been mentioned. We want to make sure
we’re aligned with your expectations and
can quote the correct items. Please let us
know as soon as possible so that we can
accurately provide quotation Looking
forward to your reply. Best regards, We
kindly request your consideration for this
request and look forward to your favorable

response.
3 (a) Drawings/similar pictures of bored |(a) Bidders are required to provide
raised face weld neck flanges. drawing/brochure for the flange. Refer
to page 63 of the tender document.
Check ANSI B16.5 and ANSI B16.47
standards. '
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(b) What kind of probe is required for the | (b) A specialized ultrasonic probe capable
inspection? (item no.8 ultrasonic of continuous operation at 350°C and
thickness measuring tool). extended operation cycles up to

550°C, with a maximum cooling time

of 1 minute between measurements.

(High temperature Ultrasonic Probe).

All other requirements/instructions remain unchanged.
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