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REF: GDC/MSC/005/24-25/pk-fk

TO: ALL BIDDERS

Dear Sir,

ADDENDUM 3 — CLARIFICATION AND EXTENSTION OF CLOSING DATE

RE: TENDER FOR SUPPLY AND DELIVERY OF WELLHEAD EQUIPMENT AND VALVES (RE-TENDER)

- GDC/DO/0T/057/2024-2025.

In response to bidder’s request for clarification, GDC wishes to provide the following response;

No.

Bidder’s Request

GDC Response

1.

For stem gland packing, we suggest a

new kind of packing which has been

tested on our own wellhead and valves
with better performance. We sincerely
hope GDC have a review to confirm whether
it is acceptable.

The gland packing must be compatible with
the 10" API 6D Class 900 Master Valve.

I am writing to kindly seek clarification on
the following points regarding the gate
valve specifications:

1.Seat and Bolting Materials:

The gate valve is designed based on ASTM
A105 seat material, with B7M and 2HM
bolts and nuts. Please confirm whether it is
not possible to manufacture it using AlSI
1029 seat material and SS410 bolts and
nuts.

2. Valve Operation Mechanism:

The valve is operated using a bevel gear due
to its large size and the high nominal
pressure rating of Class 900. As a result of
the significant torque required, it cannot be
operated manually using a handwheel.
Kindly advise if this understanding is
correct.

3.Ring Joint Configuration:

The specifications provided in the tender
document are clear and sufficient.
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The ring joint is specified as 1 set per valve

(i.e., 2 pieces per valve). Please confirm if
this is acceptable.

4. Packing Requirement:

The packing is to be provided as 1 set per
valve. Kindly confirm if this is in line with the
requirement.

5. Grease Quantity:

The grease allocation is 1 can (1 kg) per
valve. Please advise if this quantity is
suitable. May please be considered as an
alternative

3 | Referringto the subject and the Page No. 55 | The specifications provided in the tender
of the tender document the Technical | document are clear and sufficient.
specification stated as :

TECHNICAL SPECIFICATIONS

10" APl 6D Class 900 Ring Joint (R-53)
Flanged Ends (full face), Full Bore through
conduit, Geothermal Expanding Gate
Valves, Handwheel Operated (with no bevel
gear), Velvet required is handwheel
operated without bevel gear. The Valve is
APl 6D Class 900, it means it is for High
Pressure Applications. In our technical
opinion for such a high pressure, high
temperature application valve, "Handwheel
Operation without Bevel Gear" will require
much more force and operation may be
difficult.

Keeping in view, can we provide Handwheel
operation with bevel gear for ease of valve
operation.

Can this be considered as an alternative?

4 | Kindly grant us a 1-week Tender Closing | The tender closing date is hereby extended
Date Extension. from 8™ May 2025 to 15 May 2025 at 11:00
a.m.
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5.

According to Section V - Schedule of
Requirements, Technical Specifications, the
material specifications have been specified.
A potential manufacturer has informed us
that some of the material specifications
have been improved to offer higher
efficiency in geothermal applications.
Additionally, the valve body, bonnet and
gate should be made of the same material;

ASTM 216 WCC.

The material deviations are as follows:

Valve GDC’s Proposed
Part Specifications | Manufacturer’s|
Specifications
Body ASTM216 WCC | ASTM 216
WCC
Bonnet A36 0orA516 ASTM A216
Gr70 WCC
Stem 17-4 PHH.T 17-4PH
Seats AISI 1029 with | ASTM A105N +
HF-6 overlay STL6
Gate A216 WCC ASTM 216
with HF-6 WCC+STL6
overlay.
Flange 410 Stainless | ASTM 193
Studs Steel drawn | B7,ASTM
and to RC-22 A194 2H,
Nuts

The specifications provided in the tender
document are clear and sufficient.

NB: All other requirements/instructions remain unchanged.

Ag. MANAGER, SUPPLY CHAIN MANAGEMENT
FOR: GEOTHERMAL DEVELOPMENT COMPANY
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