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30th May 2025

REF: GDC/MSC/005/24-25/pk-im

TO: ALL BIDDERS

Dear Sir/Madam,

ADDENDUM 3 - CLARIFICATION

RE: TENDER FOR SUPPLY AND DELIVERY OF VALVES, EQUIPMENT AND ACCESSORIES FOR THE

MENENGAI

105Mwe STEAM GATHERING SYSTEM

(RE-TENDER). TENDER

NO.

GDC/GRM/0T/063/2024-2025.

In response to bidders request for clarification, GDC wishes to provide the following response;

No | Description GDC Response

1. | No.1 parallel expanding gate valve. This gate valve is | Supply as per specifications in
bevel gear operation, and not have stem nut, confirm | the tender document.
if acceptable.

2. | No.2 to No.5, it cannot make it trunnion mounted Supply as per specifications in
type as the size is too small for trunnion alternatively, | the tender document.
ball valve  floating balltype can be provided
The O ring is based on viton, it cannot make it with
HNBR, confirm if acceptable.

3. | No.6 1inch gate valve is on ASTM A105 body & bonn | Supply as per specifications in
et & ASTM A276 410 disc, it cannot make it with WCB | the tender document.
material. confirm if acceptable.

4. | The No.8 ultrasonic thickness measuring tool did not | Supply as per specifications in
have production class and the measurement range | the tender document
upto 10,000um, not 10,000mm, the working
temperature 0°C~40°C, cannot up to 550°C, confirm if
acceptable.

5. | The No.9 to No.11 gasket ASME B16.15, instead of Supply as per specifications in
ASME B16.47. confirm if acceptable. the tender document.

6. | The No.17 to No.21 pipe ASTM API 5L Grade B instead | Supply as per specifications in
of NACE MRO0175, confirm if acceptable. the tender document.
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7. | The No.31to No.34 elbow ASTM A234 WPB instead | Supply as per specifications in
of NACE MRO0175, confirm if acceptable. the tender document.

8. | The No.46 weld neck flange is SCH40 pipe connection. | Supply as per specifications in
he No.47 weld neck flange price is based on 17.48mm | the tender document.

pipe wall thickness connection.

The No.48 weld neck flange price is based on 19.05m
m pipe wall thickness connection.

The No.49 weld neck flange price is based on 19.05m
m pipe wall thickness connection.

If the connected pipe with above flange has different
wall thickness, is it acceptable.

9. | The No.50 combination spanner - 45# steel material, | Supply as per specifications in
instead of chrome alloy steel, confirm if acceptable. | the tender document.

10. | The No.66 to No.68 studs & nuts ASTM A193 B7M Supply as per specifications in
with Zinc-Nickel Plating, Xylan coating finish, instead | the tender document.

of ASTM A193 B6 due to quantity problem, confirm if
acceptable.

11. | The No.69 adapter flange did not have 4.5 inches in A | Supply as per specifications in
Pl 6A or 6D standard, if this is customized size, please | the tender document.

provide the drawing,

All other requirements/instructions remain unchanged.

ours faithfully,

RICK KAPTO
. MANAGER, SUPPLY CHAIN MANAGEMENT
FOR: GEOTHERMAL DEVELOPMENT COMPANY
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