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REF: GDC/MSC/005/24-25/pk-im

TO: ALL BIDDERS

Dear Sir/Madam,

ADDENDUM 2 - CLARIFICATION

RE: TENDER FOR SUPPLY, DELIVERY, INSTALLATION & COMMISSIONING OF SOLAR SYSTEM

AND CCTV _FOR THE MENENGAI 105Mwe STEAM GATHERING SYSTEM. TENDER NO.

GDC/GRM/0OT/063/2024-2025.

In response to bidders request for clarification, GDC wishes to provide the following response;

No

Description

GDC Response

1.

What is the cable type-indoor or outdoor,
will it be protected with PVC conduits?

The cable type is Shielded Cat6 UTP Outdoor
Cable which shall be protected with PVC
conduits.

How many TV screens? In the BoQ is
stated as one and at the specifications its
stated as 2.

The number of TV screens is two (2).

Dimensions for poles for mounting CCTV
cameras and Access Point.

The dimension and type of the poles is 3
inches galvanized steel pipes.

Structure for solar shades for well pad 10,
13 and separator section 5

The bidder will be required to build a solar
panel structure to securely hold the solar
panels in place at Well Pad 10, 13 and
Separator Station 5. The building material
will be galvanized iron/steel at an elevated
position of at least 2 meters from the ground.

Separator 1 and well pad 7 are far apart
therefore 3 cameras will not be
sufficient for both. Please address.

Well Pad 1 and Separator Station 1 should be
divided into separate sites as only 3 cameras
cannot achieve our objectives. While Well
pad 21 and Separator Station 7 should be
combined as they can be monitored by three
cameras. This will keep the number of
cameras to be installed as before.
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Kindly specify the type of metallic post
that GDC will supply for mounting of the
cameras, or will the contractor be
required to supply the same.

The metallic posts will be 3-inch galvanized
steel pipes for mounting the cameras

Kindly advise if the number of cameras
in the following areas will remain the
same as during the site survey, we noted
that this could change.

- Well pad 21 and separation

- Well pad 1

- Separator Nol

Well Pad 1 and Separator Station 1 should be
divided into separate sites as only 3 cameras
cannot achieve our objectives. While Well
pad 21 and Separator Station 7 should be
combined as they can be monitored by three
cameras. This will keep the number of
cameras to be installed as before.

Kindly give the specification for the type
of Camera cable to be used.

All the cameras will be bullet cameras as per
the specification for bullet cameras in the
tender document.

During the site visit, we noted that some
camera specifications changes from
dome to bullet as they are outdoor, will
this be reflected in the specifications?

All cameras will be outdoor, weatherproof
bullet cameras. The other specification for
bullet camera remains the same as per the
tender document.

10

There are some areas without existing
structure, kindly specify the mounting
structure for the PV modules.

The metallic posts will be 3-inch galvanized
steel pipes for mounting the cameras

11

We would like to request for access of
the structural integrity of the network
mast and determine if it will be safe to
work on during the additional height
upgrade and also specify height upgrade.

Access shall be granted to the winning
bidder.

12

We would like to seek clarification
regarding the camera type, as from the
site survey, it was decided that all the
cameras will be changed to bullet
cameras.

Well Pad 21 & Separator Station 07 was
equally noticed to be within the same
fencing, but with different camera
requirements i.e total of 6 Cameras

The camera types shall be bullet type as
they are more robust and can resist the
harsh climate conditions better than the
dome cameras.

13

We are equally requesting for an
extension on the Tender Deadline as was
discussed during the site visit.

The tender closing date is hereby extended
from Wednesday 11" June 2025 to
Wednesday 18" June 2025 at 11.00am
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All other requirements/instructions remain unchanged.

ars\faithfully,

Ag MANAGER, SUPPLY CHAIN MANAGEMENT
FOR: GEOTHERMAL DEVELOPMENT COMPANY
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